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E-commerce server receives a request to purchase a 
customizable product from a user on a client 
computer system 
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E-commerce server sends to client computer system 
customizable components of requested product 
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User, utilizing the web browser of a the client computer 

system, makes selections for one or more of the 
customizable components of the user requested product 
and submits the selections to vendor's web server 
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E-commerce server receives selections for the one or more 
customizable components of the user requested product 
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E-commerce server sends data to client computer system 
to visually depict customized product as ordered by user 
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Client computer system visually depicts customized product 
as ordered by the user 
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PXI Configurator 



PXI Chassis Options 




1. Select your PXI chassis: 

© PXI- 1000 (1 controller slot, 7 PXI/CornpactPCI peripheral slots) 
O PXI- 1010 (1 controller slot, 7 PXI/CompactPCI peripheral slots, 4 SCXI slots) 
O PXH020 (1 controller slot, 7 PXI/CompactPCI peripheral slots, built-in LCD screen, CD- 
ROM drive, and pointing device) 
O PX1-1025 MeaaPAC PI controller slot, 7 PXI/CompactPCI peripheral slots, built-in LCD 
screen, CD-ROM drive, and keyboard in rugged chassis) 

2. Select your power supply type: 

© Universal AC input power supply (300 W) 

O Combination DC and AC input power supply (150 W) - n/a on PXI-1010 



3. Select a power cord: 

□ U.S. 120 VAC 

□ United Kingdom 240 VAC 

□ Australian 240 VAC 



□ Japan 100 VAC 

□ Swiss 220 VAC 

□ Universal Euro 240 VAC 
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PXI Configurator 

PXI Chassis/Module Configuration 
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FIG. 6 



